
Building Product Information Sheet
Product name:

Product line (the product line from which the product is customised):

Product description and its intended use (measurements, materials, usage):

Product identifier (if applicable):

Place of manufacture:
  Aotearoa New Zealand   Overseas

Legal and trading name of the manufacturer(s):

Legal and trading name of the importer (if applicable):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone No. (if applicable):

NZBN (if applicable):

BRM 8582 03/23

CLASS 1
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Relevant Building Code clauses:

Statement on how the building product is expected to contribute to compliance:

• options for compliance set out in section 19 of the Act (regulations, acceptable solution, verification method)
• standard or technical document that describes the performance of the building product or the relevant specifications to which the building 

product was manufactured
• physical properties of the building product

• how the building product is intended to be used.



CLASS 1: BUILDING PRODUCT INFORMATION SHEET

3

Limitations on the use of the building product:

Design requirements that would support the use of the building product:

Installation requirements:
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Maintenance requirements:

Is the building product/building product line subject to warning or ban under section 26?:

 Yes   No

If yes, description of the warning or ban under section 26:

Date: D  D  M M  Y  Y


	002: Shower mixing valves
	001: TB10 EHP shower mixing valve
	003: Brass shower mixing valve for use on equal high pressure installations.
	004: TB10 EHP 
	005: Yes
	006: Off
	012: 7010
	013: https://www.topliss.co.nz/products/servicing-information/
	024: sales@topliss.co.nz
	025: +64 3 548 3392
	026: 9429040195704
	007: Topliss Bros Precision Engineers Ltd
	008: 
	009: 249 Haven Road
	010: Stepneyville
	011: Nelson, NZ
	016: Clause B2 DURABILITY:Performance B2.3.1(c) 5 Years. The mixing valve exceeds this requirement evidenced by a service history in NZ of over 60 years with minimal returns from end users.
	014: Clause B2 DURABILITY:Performance B2.3.1(c)
	017: Designed for equal hot and cold water pressures from 300 - 1000 kPa. (high pressure)Hot water temperature range: 50 degC - 80 degC
	018: 
	029: See Installation Instructions: https://topliss.co.nz/pdf/TOPLISS_BROS_TB10_Installation_guide_1.pdfhttps://topliss.co.nz/pdf/TOPLISS_BROS_TB10_Installation_guide_2.pdf
	019: 
	022: Off
	023: 01
	027: 
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